
Electrically Heated, Hot Water Stationary 
Pressure Washers

 PRODUCT FACTS

Hot water stationary units for tough applications in 
automotive, industry, shipping and food sectors. 
 
 
The SOLAR BOOSTER range offers low heating and 
running costs combined with a design that is easy to use 
and service. The onboard PCB enables the machine to 
be customised with factory mounted options. 
 
The SOLAR BOOSTER E line is equipped a large 119 
litre heating tank and can be produced in several heating 
sizes frm 18kW to 54 kW depending upon the 
temperature requirements and available electrical 
network. Electrical heating is pollution free.  

� Expandable control technology with PCB, 
customisation through options  

� Unit diagnosis system  

� Pollution free, heating system  

� Galvanised steel frame and cabinet  

� Reduced running and service costs  

� MMO (Multiple machine option) available  
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Model SOLAR BOOSTER 7-38E SOLAR BOOSTER 7-58E SOLAR BOOSTER 7-58E SOLAR BOOSTER 7-58E 

Ref. no 107370260 107370270 107370274 107370276 

Description SOLAR BOOSTER 7-
38E1H 

SOLAR BOOSTER 7-
58E18H 

SOLAR BOOSTER 7-
58E36H 

SOLAR BOOSTER 7-
58E54H 

PRODUCT FEATURES

1450 RPM MOTOR     
GALVANISED STEEL FRAME     
PLC AND EXPANDABLE CONTROL 
ELECTRONICS 

    

C3 4-CERAMIC PISTON PUMP     
ELECTRICAL HEATING TANK 119 L     
AUTO FAULT FINDING     

Technical specifications SOLAR BOOSTER 7-38E SOLAR BOOSTER 7-58E SOLAR BOOSTER 7-58E SOLAR BOOSTER 7-58E 

POWER CONSUMPTION (KW) 5,8 + 18 7,5+18 7,5+36 7,5+54 

VOLTAGE/PHASE/FREQUENCY/CURRENT 
(V/~/HZ/A) 

400/3/50/35,9 400/3/50/39,4 400/3/50/65,3 400/3/50/91,2 

SOUND PRESSURE LEVEL (dB(A)) 93 93 93 93 

CLEANING IMPACT (KG/FORCE) 3,8 5,8 5,8 5,8 

WATER FLOW QMAX/QIEC (L/H) 875/810 1200/1110 1200/1110 1200/1110 

PUMP PRESSURE (BAR/MPA) 135/13,5 170/17 170/17 170/17 

HEATING CAPACITY (KW) 18 18 36 54 

FUEL CONSUMPTION DT 45 °C (KG/H) 19 14 28 42 

MAX TEMPERATURE (C) 85 85 85 85 

NOZZLE SIZE 530 680 680 680 

MAX INLET TEMPERATURE (°C) 85 85 85 85 

MIN. INLET WATER PRESSURE AT FULL 
FLOW (BAR) 

1 1 1 1 

DIMENSIONS LXWXH (MM) 690x760x940 690x760x940 690x760x940 690x760x940 

WEIGHT (KG) 150 155 156 157 
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